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SGG PIXARENA®
SOURCE OF LIGHT AND ELEGANCE

SGG PIXARENA® is an advanced patterned glass 

with an attractive uniform and dense pattern. In the 

tempered version, SGG PIXARENA® is an excellent 

solution for a shower cubicle, a partition wall, or  

a glass door. Thanks to the application of the casting 

and rolling process, the pattern is applied on the 

glass in an environmentally friendly way, i.e. without 

any chemicals.

4mm-thick SGG PIXARENA® patterned glass has been 

designed for the furniture industry, to be used in glass 

fronted furniture units and as elements of furniture 

units or drawers. Furthermore, due to its parameters,  

it can be applied in bathroom windows or entrance doors. 

Thanks to its dense and uniform pattern, 8mm-thick SGG 

PIXARENA® is a perfect solution for shower cubicles, as 

well as a decorative element of bathrooms. A wide range 

of possible applications of SGG PIXARENA® in interior 

design is additionally extended by the fact that the 

glass can be bent and edge-processed.  In the laminated 

version it can be applied in public spaces as screens and 

enclosures.

WHERE DOES IT WORK BEST?
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EXCELLENT PARAMETERS

BEAUTY – FINESSE – ELEGANCE 

INSTALLATION – QUICK AND SMART

TECHNICAL SPECIFICATION

VARIOUS PROCESSING OPTIONS

SGG PIXARENA® is a decorative patterned glass. The silvery 

shade of the patterned pane, which is the effect of a play of 

light reflected from the surface of the pattern, guarantees 

attractive appearance. SGG PIXARENA® transmits light, but 

at the same time it secures a comfortable degree of privacy. 

SGG PIXARENA® guarantees hassle-free maintenance. 

It stands out thanks to its functional advantages – it is 

easy to keep clean. One surface of the glass is perfectly 

smooth, with no micropores, the other one is decorated 

with a shallow, attractive pattern. In contrast to etched 

glass, which makes it quite difficult, if not impossible, 

to remove some types of stains (grease stains), the 

external structure of the pattern of SGG PIXARENA® 

remains unchanged.

SGG PIXARENA® can be processed in the same way as float 

glass can. It can be tempered, bent, laminated, and painted. 

It can also be used as an element of a glazing unit. 

Recommendations on the installation of SGG PIXARENA® 

are analogous to the ones relating to float glass. Remember 

that the smooth surface of the glass must face inwards, e.g. 

when used in shower enclosures. 

Dimensions: 

• 2000mm×3210mm for thicknesses 4mm, 6mm and 8mm

• 2040mm×3210mm for thicknesses 6mm and 8mm
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